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Jointex® white
5213

Description
High quality sheet jointing made of modified PTFE 
filled by 25% with glass fibres. The material offers 
valid mechanical properties which enable a high 
sealing capacity to be achieved and maintained over 
time. It has excellent chemical resistance and good 
compression strength, and does not age.

Applications
Chemical and petrol-chemical industry: heat 
exchangers, pipe lines, valves, flange adapters, 
pumps. Food and pharmaceutical industry: flat 
gaskets, centrifugal separators.

Characteristics 

Colour
white 
grey

Density 2.20 - 2.26 g/cm3

Max PxT 12000 bar x °C

Maximum pressure 80 bar

Compression modulus at room temperature 
(20 MPa KSW)

7%

Elastic recovery at room temperature 
(1 MPa - KRW)

3%

Compression modulus at 150°C 
(20 MPa in 16 hours WSW)

37%

Compression modulus a 150°C -30 MPa 16 MPa

Elastic recovery at 150°C 
(1 MPa - 16 hours WRW)

5%

Spring-back 0.09 mm

Rate of loss < 0.001 mg/(s.m)

Rate of loss with nitrogen 0.01 cm3/min

Operating temperature (min - max) -200°C +260°C

Chemical resistance excellent

Resistance to deformation excellent

Ageing/deterioration none

Compressibility good

Sealing capacity high

Water absorption none

Infiammability                        non flammable

Assembly and disassembly operations                              easy

Complies with FDA Directive                                                       -

Standard sizes
Sheets 1500x1500 mm

thickness from 1 mm 
to 5 mm

Gaskets for orders indicate DN, PN and 
thickness. On request, gaskets 

can be produced in non-standard 
formats


