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Texfire sealant for 
high temperatures

9000 SRF

Description
Texfire is a quick-setting odourless sealant for sealing 
fireplaces, ovens, stoves, flues, refractory bricks, walls 
and fire-resistant joints. Easy to spread on junctions 
in glass, aluminium, concrete, bricks, iron, steel, 
etc., which when subjected to high temperatures 
(+1600°C) according to REI 120/180 standards, not 
only resist fire, but also make them air-tight against 
fumes and gases.

Applications
Fireplaces, ovens, stoves, flues, refractory bricks, 
walls and fire-resistant joints. 

Guide for use
1.  Open the cartridge, pointing the threaded nozzle 

downwards away from the face, then attach the 
nozzle. The joints must be clean, degreased and 
without dust. Before applying the product, we 
recommend moistening the parts to be treated. 

2.  Make sure the product penetrates deep down 
(any insulating seal will not modify the physical 
properties of black Texfire) and immediately after 
application smooth the product with a spatula or a 
wet cloth, removing any excess with water before 
it hardens. 

3.  Leave the product to dry for 24 hours, then heat up 
slowly until it hardens. During this operation, small 
cracks may appear due to physical shrinkage of 
the product, which must be eliminated by further 
applying the product over the hardened area, 
which can be carried out without any side effects.

Packaging
cartridges boxes

500 g packs of 12 and 40 pieces

Characteristics
Colour black

Specific weight 1.8 g/ml

Application temperature + 5 - 35°C

Operating temperature -20 - +1600°C

Shrinkage ca. 35%

Flash point
non flammable

non combustible

Composition

Sodium silicate 
mixed with inert 
materials DOES 
NOT CONTAIN 

ASBESTOS

Storage stability

1 year at room tem-
perature 10/25°C 
do not keep the 

product on ice or 
near heat sources

Certifications
RE1180

Certificate number 
CSI 0803RF

Warnings
Not suitable for expansion joints and applications in damp places or pla-
ces exposed to bad weather. Irritant for the skin and eyes: the use of glo-
ves and safety glasses is recommended. After use, clean well with water 
because after hardening the sealant is not easy to remove. When opening 
the cartridge or on emptying, any leakage of transparent liquid will not 
compromise the functionality and conformity of the product. Expiry date: 
1 year from the date of production printed on the cartridge. 


