
Texpack Srl - unipersonale - Via G. Galilei, 24 - 25030 Adro (Bs) Italy - T. +39 030 7480168 - F. 030 7480201 - info@texpack.it - www.texpack.it

Technical data sheet
Rev. 01 – 16/07/2020

Company with a management system certified by DNV GL = UNI EN ISO 9001 = UNI EN ISO 45001. The data in this sheet are indicative and, because it is not 
possible to check the methods and conditions of use of the product, the company cannot accept any responsibility.

COD. 1040VS
Silica cloth

Description
Silica cloth is made with silica yarns. The silica yarns are made of continuous glass fibres with a diameter of 6 µm 
and over, and with an additional treatment to increase the overall proportion of SiO2  to over 94%. The product 
is used as a reinforcement for composite materials, and as an acoustic, thermal, hydraulic and electrical 
cable protection insulator. Under normal conditions it has good chemical stability. The substances, or 
compounds, protect the surface of the glass fibres from damage that may occur during transfer and improve the 
technical properties requested by the user. The item is compliant with the REACH directive.
Applications
Silica cloth is used in the form of: insulation of hightemperature furnaces and turbines, covers to protect 
against metal splash and sparks, furnace curtains, blankets for removable lagging, sleeves for piping, 
compensators.

1200°C

Standard sizes

tip thickness
mm

width
mm

rolls 
m

GR 1250 1,3 910 50

GR 650 0,7 910 50

Characteristics  

Colour white 

Fiber diameter ≥ 6 μm

Operating temperature for long periods 1000°C

Operating temperature for short periods 1200°C

Loss on ignition 7-12%

Weave satin

Mass fraction on Na2O not more than 0,7%

Tensile strength
- warp
- weft

not less than 1800
not less than 1400

Surface density
- warp
- weft

17,0 ±1
13,1 ±1

Chemical analysis

Silicon dioxide SiO2 98% 

Other components without asbestos 2%




