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 COD. 2273XGR
Thermofix adhesive

Description
A ready-to-use refractory adhesive for sealing and gluing. It is composed of alkaline silicates and mineral compo-
nents that allow it to withstand temperatures of up to 1100°C; as a result it is incombustible and does not emit 
fumes. Secure and immediate adhesion.
Applications
Thermofix offers good adherence to fibrous products, metals, refractory materials and all types of building materials. For 
this reason it can be used for:
- gluing packing and braids (glass fibre, ceramic fibre, biotex fibre, etc.)
- gluing refractory products onto metallic parts subject to high temperatures
- joining boards, sleeves or other refractory materials
- assembling refractory bricks in furnaces and heating systems

Guide for use
1. The support must be clean and free from dust.
2. Apply Thermofix to the parts to be assembled together (on insulating materials, the product must be applied using a spatula).
3. Position the parts to be united, applying pressure for a few seconds.
4. Leave to dry for about 48 hours at room temperature. Gradually bring to the required temperature without allowing the parts to come into direct 
contact with the flame. The product can be washed with water. 

Characteristics  

Colour beige 

Appearance firm paste

PH 11,5 ±1,0

Viscosity at 1 rpm and 20°C 1700 ±500 Pa.s

Density 1,81 ±0,05

Dry extract 72,5 ±2%

Maximum particle size of fillers < 100 μ

Fire-resistance rating fire-resistant
(emits no fumes)

Maximum operating temperature 1100°C

Packaging

tubes cartridges

30 g (17 ml) 500 g (310 ml)

115 g (70 ml) -

Storage
For a maximum of 12 months closed in its original packaging at tem-
peratures of between +5°C and +30°C. Continuous, prolonged sto-
rage at high temperatures can, in certain cases, cause deterioration 
of the product. 


