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 COD. 3230AL
Sewn aluminized glass sleeves

Description 
The aluminized glass sleeve is manufactured with a glass cloth coated one side with an aluminium foil, which has 
a high level heat reflection and it is sewn on the outside with Aramtex® yarn. The special layer of aluminium creates 
an excellent screening effect against infrared radiation, maintaining relatively low temperatures inside the sleeve. 
The glass cloth does not irritate the skin and it does not fray when you cut it.
Applications 
The great ease with which the product is fitted, combined with the excellent resistance to chemical agents make 
it very suitable for protecting electric wiring, hydraulic circuits, pipes and exhaust pipes for the car industry.
Standards
According to main automotive specifications.

Standard sizes

inner 
diameter

(mm)
rolls
(m)

tolerance
(mm)

nominal 
wall thickness

(mm)

approx. 
linear weight

(kg/km)

6,5 100 ±0,3 0,40 15,6

8 100 ±0,4 0,40 18,1

10 100 ±0,5 0,40 20,7

13 50 ±0,7 0,40 25,8

16 50 ±1 0,40 33,8

19 50 ±1 0,40 40,3

22 50 ±1 0,40 41,3

25 50 ±1 0,40 46,5

32 25 ±1,5 0,40 59,3

38 25 ±2 0,40 66,9

45 25 ±2 0,40 79,9

51 10 ±2,5 0,40 87,6

57 10 ±3 0,40 100,5

Characteristics

Continous working temperatures -50°C +230°C

Peaks up to 650°C

Resistance to humidity good

Resistance to UV rays good

Resistance to ozone good

Resistance to chemical atmospheres
(acids, solvents, hydrocarbons, fuels) good

Fireproof good

Dielectric strength 0,8 kV


