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 COD. 3240VT0860SILR
Silicone-coated glass cloth

Description
Silicone coated glass cloths are known for their ability to lower heat. These fabrics are resistant to the majority of 
chemical agents. They withstand temperatures from –50°C to +250°C. The product is red or grey silicone coated 
on one side. This impregnation guarantees the fabric excellent flexibility, impermeability and tensile strength.
Applications
Manufacture of insulating blankets for nuclear power plants and power plants, construction of heat compensators, 
petrochemical industries (covering of insulating material located externally), curtains for packaging machines.

300°C

Standard sizes

width
m

Weight
g/m2

rolls 
m

1,5 860 50

Other dimensions are available on request

Characteristics cloth glass base

Yarn DIN 53830-3 
- warp
- weft

EC 204 tex
EC 204 tex

Number of threads EN 1049-2
- warp
- weft 

16,0 Fd/cm ±5%
15,0 Fd/cm ±5%

Weight DIN EN 12127 660 g/m2 ±5%

Glass fibre cloth maintains its integrity up tp 600°C

Characteristics of the silicone-coated cloth

Coating

high performance
silicone rubber with

red iron oxide additive
on both sides

Weight totale 860 g/m2 ±10%

Silicone-coating 1 lato 200 g/m2

Thickness DIN EN ISO 5084 0,77 mm ±10%

Tensile strength
- warp
- weft

<4000 N/cm
>3000 N/cm

Max. operating temperature -50°C +250°C 

Light stability good

Soil repellent properties e oil repellent buone

Electrical insulation properties buone

Resistant to UV rays and oxidation

Mainly resistant to acids and alkalis

Weather resistant


