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 COD. 3240VT200BG
Graphite treated e-glass cloth

Description
The Graphite Glass Fabric is a unique thermal protection fabric formulated specifically for the metal fabrication and 
welding industries. It is made with voluminized glass yarns which give it a good specific density and a high insulating 
value. Resists welding spatter, molten metal and any type of thermal shock.
Graphite increases the physical and mechanical properties, in addition, the impregnation helps to avoid fraying 
when cut during the construction of artifacts and curtains.
Applications
Protection against splashes of molten metal in the iron and steel industries, heat shield curtains in continuousus 
casting, curtains for furnace mouths.

550°C

Finished Fabric

Weight  2150 g/m2 ±5%

Thickness 2,5 mm ±5%

Useable width (standard) 1000 mm ±5%

Roll Length (standard) 25

Maximum operating temp.* 600 °C

Colour/Description Black fibres both sides

Base Fabric Construction

Weight  2050 g/m2 ±5%

Weave pattern construction
- Warp
- Weft

6,0 x cm ±5%
2,5 x cm ±5%

Yarn count
- Warp
- Weft

ET9 1800 tex
ET9 3600 tex

Tensile strength
- Warp
- Weft

5000 N/5cm
4900 N/5cm

Treatment/Coating Details

Weight 100 g/m2 ±10%

100g/m2 Graphite/silicone solution evenly distributed across both sides

*Base fabric will withstand 600°C (unstressed), melting point >800°C

The graphite solution increases the fabric temperature resistance, and can im-
prove its performance where flexing is involved.


