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 COD. 3250MN
Black glass tapes

Description
The black glass tape is produced with glass yarns treated with a special compound of graphite which leads to 
greater heat resistance. This tape is ideal for covering exhaust manifolds and silencers on cars, motorbikes and 
boats, to prevent burning and serious abrasion.
Applications
Heat protection, covering for cables, insulation of pipes and exhaust pipes, taping of manifolds. 

Characteristics of the glass yarn

Colour black 

Diameter of the fibres 6-9 µ

Standard sizes

thickness
(mm)

width
(mm)

rolls
(m)

0,7 20 50

0,7 25 50

0,7 30 50

0,7 50 50

0,7 60 50

0,7 60 50

0,7 100 50

0,7 150 50

Mechanical characteristics of the glass yarn 

Virgin filament tensile test 34000 Mpa
493 ksl

Impregnated strand tensile test
2400 Mpa

348 ksl

Tensile modulus 73 Gpa
10.5 msi

Toughness Min.50 cN/Tex

Elongation at break   2.2 ÷ 2.5%

Elastic recovery 100%

Electrical characteristics of the glass yarn 

Dielectric constant
- at 1MHz
- at 1GHz

6,4
6.13

Loss angle  
- at 1MHz
- at 1GHz

0.0018 ÷ 0.0039
0.0039

Volume resistivity 1014 ÷ 1015 Ohm/cm

Surface resistivity 1013 ÷ 1014 Ohm/cm

Dielectric strength  8 ÷ 12 kV/mm

Thermal characteristics of the glass yarn 

Operating temperature 550°C

Linear coefficient thermal expansion 5.3 10-6 m/m/ °C

Specific heat 
- at 20°C
- at 200°C

0,764 J/g. °K
0,958 J/g.°K

Coefficient of thermal conductivity  1.0 W/m.°KThe products are classified as non-hazardous in accordance with the Europe-
an 67/548/EEC standard and its amendments. 

3250MN/KIT standard sizes

thickness
(mm)

width
(mm)

rolls
(m)

0,7 25 15

0,7 50 15

with 6 ties


