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Company with a management system certified by DNV GL = UNI EN ISO 9001 = UNI EN ISO 45001. The data in this sheet are indicative and, because it is not 
possible to check the methods and conditions of use of the product, the company cannot accept any responsibility.

COD. 3268
Pyrotex® tapes 

Description
Pyrotex® tape is a glass fibre tape covered with a thick layer of red silicone rubber which provides the tape with a 
high level of heat insulation. It is a very flexible tape, which is suitable for protecting hoses and electric cables by 
means of bandaging without having to disassemble or disconnect the parts to be covered. It offers continuous 
protection at operating temperatures of 250°C and can withstand splashes of molten metal up to 1200°C. It is 
resistant to most oils and fuels, hydraulic fluids, acids and alkalis.
Applications
Protection of cables, wires and hoses against extreme heat, fire protection, insulation of hoses against loss of heat 
for the steel and naval industries, industrial furnaces, automotive sector, foundries, steel works, oil rigs.

Characteristics

Colour white and red oxide outer layer

Operating temperature 260°C

Thickness nominale 3-4 mm

Chemical resistance
resistant to hydraulic fluids, most acids, 

chemical substances, lubricant oils 
and fluids

Combustibility non-flammable

Standard sizes

thickness 
(mm)

width
(mm)

rolls
(m)

3 25 15

3 50 15

3 76 15

3 102 15

3 125 15

Thickness of the side of the sleeve after being spread with silicone: from 3 to 
5 mm according to the type of product and the diameter. Store in a dry place 
in the original packaging

260°C




