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 COD. 3269N
Pyrotex® vulcanised black tapes

Description
Pyrotex® vulcanised tape is a self-fusing, self-wrapping and self-bonding tape made of insulating silicone, for rapid 
repairs. It is a versatile, easy-to-use tape, which withstands extreme temperatures, pressure, tension, humidity, 
corrosion and contaminants. It can be used as a sealing and repair tape for hydraulic plants, air intakes, conduits 
and hoses. The strong point of Pyrotex® vulcanised tape is its thickness and the superior bonding characteristics 
of its special silicone formula. It does not become sticky like an insulation tape; it is long lasting and resistant to 
acids, fuels, oils, solvents, sea water and UV rays.
Applications
Just a few of the many uses of Pyrotex® tape: emergency repairs of radiator pipes, repairs of electrical cables, 
thermal insulation, motorbikes, sports cars, rally cars and boats, car, motorbike and boat exhaust pipes, electrical 
isolation, knobs and sports equipment, plumbing repairs, cable bundles, corrosive areas, automotive.

 COD. 3269R
Pyrotex® vulcanised red tapes

Standard sizes

thickness 
(mm)

width
(mm)

rolls
(m)

0,5 25 11

Characteristics

Colour red or black
Max. operating temperature

- continuous
- intermittent

-45 +200°C 
-65 +260°C

Specific gravity ASTM D792 1,2 ±0,3

Hardness (24 hours) ASTM D2240 55 ±5

Tensile strength ASTM D412 700 psi min

Elongation ASTM D412 300% min

Bond Strength MIL-I-46852 21 b. min

Adhesion ASTM D2148 3 in. min

Water absorption by weight Fed. Std, 601,
Meth. 6251 5% max

Dielectric strength ASTM D149 400Vpm min

Dielectric constant ASTM D150 2,95

Dissipation factor ASTM D150 < 0,0004

Moisture resistance excellent 

Electrical insulation excellent

Resistance to high temperatures excellent

Flame resistance Good 

Abrasion resistance Good 

Tear resistance 60ppi min

Resilience excellent

UV resistance excellent

Ozone resistance excellent

Solvent resistance Good 

Prevenzione della corrosione excellent

Resistenza agli acidi good-fair

Resistenza agli olii good-fair

Resistenza agli idrocarburi good-fair

Tape kit standard sizes

thickness 
(mm)

width
(mm)

rolls
(m)

0,5 25,4 3


