
Texpack Srl - unipersonale - Via G. Galilei, 24 - 25030 Adro (Bs) Italy - T. +39 030 7480168 - F. 030 7480201 - info@texpack.it - www.texpack.it

Technical data sheet
Rev. 01 – 16/07/2020

Company with a management system certified by DNV GL = UNI EN ISO 9001 = UNI EN ISO 45001. The data in this sheet are indicative and, because it is not 
possible to check the methods and conditions of use of the product, the company cannot accept any responsibility.

 COD. 3271T
Pyrotex® cloth

Description
Pyrotex® cloth is a glass fibre cloth coated on one side a layer of red silicone rubber which is selfextinguishing with 
aluminium fillers and resistant to high temperatures. Thanks to its particularly resistant structure, it represents the 
ideal solution when protective guards need to be set up in welding centres or when parts of machinery need to be 
protected from molten metal splash or from casting slag. Pyrotex® cloth is able to withstand a continuous temperature 
of 280°C. On request, it can be supplied with stainless steel AISI 316 anchoring rings or with a special heat resistant 
Velcro fastenings that enable it to be fitted without having to disconnect electric cables.
Applications
Protection against welding sparks, protection of people or property from molten metals, protection of people from 
sources of radiating heat, protection of water-cooled electric cables in arc furnaces.

Standard sizes

total weight 
(g/m)

width
(mm)

rolls
(m)

total weight 
(g/m)

width
(mm)

rolls
(m)

2048 1000 25 3600 1000 15

1048 g/m weave + 1000 g/m2 silicone 2000 g/m weave + 1600 g/m2 silicone

Weave characteristics 3600 g/m2

Material weave di vetro E 9 μm 
texturized

Weight DIN EN 12127 2000 g/m2  ± 10%

Height DIN EN 1773 100 cm ± 1%

Thickness DIN EN ISO 5084 ca. 3,4 mm ± 10%

Length rolls 25 m

Shell double shell

Construction
- weft
- warp

DIN EN 1049-2
DIN EN 1049-2

10 threads/cm ± 3%
11,8 threads/cm ± 3%

Tensile strength
(indicative)
- weft
- warp

EN ISO 13934-1
EN ISO 13934-1

1500 N/cm
1500 N/cm

Finishing coating of 1600 g/m2 of
dark red silicone on one side 

Total weight DIN EN 12127 ca. 3600 g/m2 ± 10%

Temperature
- weave
- silicone

500 °C (according to the application) 
260 °C (according to the application)

Application industrial insulation

Weave characteristics 2000 g/m2

Material weave glass E 9 μm 
texturized

Weight DIN EN 12127 1048 g/m2  ± 10%

Height DIN EN 1773 100/120 cm ± 1%

Thickness DIN EN ISO 5084 ca. 1,5 mm ± 10%

Length rolls 50 m

Shell panama

Construction
- weft
- warp

DIN EN 1049-2
DIN EN 1049-2

11,2 threads/cm ± 3%
7,2 threads/cm ± 3%

Tensile strength
(indicative)
- weft
- warp

EN ISO 13934-1
EN ISO 13934-1

760 N/cm
480 N/cm

Finishing one side coated with silicone
dark red SI 1000 g/m2

Total weight DIN EN 12127 ca. 2048 g/m2 ± 10%

Temperature
- weave
- silicone

500 °C (according to the application) 
260 °C (according to the application)

Application industrial insulation


