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Company with a management system certified by DNV GL = UNI EN ISO 9001 = UNI EN ISO 45001. The data in this sheet are indicative and, because it is not 
possible to check the methods and conditions of use of the product, the company cannot accept any responsibility.

 COD. 4143B
White extruded PTFE

Description
This is a seal obtained by extrusion of pure non-sintered PTFE, to which special lubricants have been added. Soft 
and easily adaptable to any seal housing, this seal is chemically inert and withstands the aggression of all chemical 
products and solvents, with the exception of alkali materials. It does not harden within the limit of 200°C, thus 
preventing scoring of the shaft, it is resistant to corrosive agents.
Applications
For use with acids, alkalis, oil, gas, solvents, steam, clean fluids, centrifugal pumps, piston pumps, mixers, agitators, 
expansion joints, valves, vacuum pumps, suitable for chemical, pharmaceutical and food industries.

Do not use the packing at the maximum temperature and pressure values wi-
thout consulting Texpack® beforehand. Please check carefully that the products 
are suitable for your specific application before use. The complete General 
Terms and Conditions of Sale can be found on  www.texpack.it

P bar 10

t °C -100+200

ph 0÷14

v m/sec 10

Technical characteristics

Chemically inert

It does not harden within the limit of +200°C preventing scoring of the shaft

Density 1, 9 gr/cm3

Soft and easily adaptable to any seal housing

Resistant to: air, water, gas, steam, hydrocarbon

How to use

-  Remove the existing packing from the shaft in the stuffing chamber
- Degrease, clean and dry the parts as much as possible
-  Choose the size of the packing according to the size of the stuffing chamber
- Wrap in a spiral way the packing on the valve shaft
- Close the stuffing box by compressing the packing for about 50%
- Subsequently you can make recordings or further addition of materials

Operating pressure and temperature limits do not apply simultaneously. Fur-
thermore, they depend on a variety of factors (state of the threads, dimensions, 
tightening, thermal or mechanical shocks) for which they can only be indicated 
for guidance. The data on this sheet reflect typical characteristics of the pro-
duct, but they are not intended as elements of guarantee.

Standard packaging

section
mm

weight
kg

4x4 1,5

5x5 1,5

6x6 2,5

8x8 2,5

10x10 2,5

12x12 2,5

14x14 5

15x15 5

16x16 5

18x18 5

20x20 5

25x25 5

Other sizes available on request


