
Texpack Srl - unipersonale - Via G. Galilei, 24 - 25030 Adro (Bs) Italy - T. +39 030 7480168 - F. 030 7480201 - info@texpack.it - www.texpack.it

Technical data sheet
Rev. 01 – 14/09/2020

Company with a management system certified by DNV GL = UNI EN ISO 9001 = UNI EN ISO 45001. The data in this sheet are indicative and, because it is not 
possible to check the methods and conditions of use of the product, the company cannot accept any responsibility.

 COD. 4203
Stopfiber 300

Description
A compound containing 100% pure expanded graphite fibres, which has been designed for use in critical 
temperature and pressure situations. 
Ideal for valves and pumps for heat transfer oil. Correctly installed, it can reduce leaks to zero, achieving results 
that are at times comparable to those of a mechanical seal. It does not score shafts and bushings and can be also 
used on old equipment in poor mechanical condition. Density: 710 cm3/kg.
Applications 
Stopfiber is a line of products with an extremely advanced sealing system designed for pumps, valves and rotating 
shafts in general, which, when inserted in a housing, surround the rotating shaft like a single sleeve which is extre-
mely well lubricated and thereby completely eliminate any point of excessive pressure. Correctly used, Stopfiber 
products guarantee long life to the entire equipment, even previously damaged equipment. Their regular replace-
ment guarantees a secure, efficient seal with minimum leaks. Containing no asbestos, they do not cause wear and 
resist high temperatures, aggressive chemical products and high peripheral speeds. 

Please check carefully that the products are suitable for your specific appli-
cation before use. The complete general terms and conditions of sale can be 
found on  www.texpack.it

P bar 40 70 90

t °C -30+600

ph 0÷14

v m/sec 25 5 2


