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 COD. 5211
Jointex® red

Description
High  quality  jointing  sheet  made  with  pigmented, quartz fillers. It is an innovative replacement material   for 
asbestos seals and conventional products in PTFE. Its special production process ensures that the Jointex®  
gaskets have excellent creep resistance and tightness with a wide range of temperatures and pressures. Other 
features include excellent chemical resistance and good compression strength; it offers resistance to deformation 
and does not age.
Applications
Chemical  and  petrol-chemical  industry:  distillation towers, heat exchangers, flanges, valves, pumps. Paper 
industry: whitening.

Standard sizes

Dimensions (mm) Thickness (mm)

Sheets 1500 x 1500 1,0 ÷ 5,0  Gaskets
For orders, please indicate the dimensional tables (UNI, ANSI), 
DN, PN and thickness. On request, gaskets are also made in 

non-standard sizes.

Color rosa / pink

specific weight (ASTM D792) 2,20 g/cm3

Particular care 12000 bar x °C

Maximum pressure 85 bar

Compression modulus at room
temperature (1 MPa KRW) (DIN 28090-2) 8%

Compression modulus at 150°C
(20 MPa - 16 hours WSW) (DIN 28090-2) 3%

Compression modulus at 150°C
30N/mm2 (DIN 52913) 16,5 N/mm2

Elastic recovery at 50°C (1MPa - KRW) 
(DIN 28090-2) 15%

Elastic recovery at 150°C (20MPa - 16 hours WSW) 
(DIN 28092-2) 4%

Spring-back DIN 28090-2 0.07 mm

Rate of loss DIN 28090-2 < 0.01 mg/s/m

Rate of loss with nitrogen N2 DIN 3535 0.02 cm3/min

Operating temperature (min - max) -200°C +260°C

Chemical resistance excellent

Resistance to deformation excellent

Ageing/deterioration none

Water absorption  none

Infiammability  none

Assembly and disassembly operations easy

In compliance with FDA

Certified BAM (200°C, 25 bar)

In compliance with TA-LUFT VDI 2240

Characteristics


