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 COD. 5900
Adhesive Texlon®  tapes

Characteristics

Colour white

Dimensions sheets
mm 1500 x1500 +25 mm /- 0 mm other sizes on request

Thicknesses
0,5 ÷ 6 mm ±10% other thicknesses on request

Materials
100% pure multidirectional expanded PTFE with no colored pigments non-adhesive

Density 0.8 g/cm3 ±15%

Chemical resistance such as solid sintered PTFE full

Resistance to acids and bases with pH from 0 to 14 good

Description
Thin tape gasket, obtained by cutting a sheet in TEXLON 100% multidirectional expanded PTFE, with one adhe-
sive side. Thanks to their elasticity, they adapt well to irregular surfaces and can be used in a wide range of ap-
plications. To ensure rapid installation, they are fully self-adhesive and therefore easy to apply and remove. Holes
for bolts can be easily made after the tape has been installed. They comply with FDA regulation without adhesive.
There is no adhesive that conforms to the FDA tests, but theoretically the adhesive never comes into contact with
process fluids.
Applications
Piping of wide aperture instruments, flanges, gaskets, manhole packings, PTFE jacketed gaskets, gaskets for 
tank covers, widely used in fields of industrial sealing applications in the steel industry, heavy chemical industry, 
paper manufacturing, medicines, foods, pharmaceuticals, chemical fibres, ships and chemical instruments in the
petroleum sector.

Ageing no 

Duration unlimited

Toxicity non-toxic, biologically inert

Flammability not inflammable

Operating limit temperature -200°C +230°C

Adaptability to sealing surfaces high

Seal and resistance to leaks reliable

Maintenance and operating costs reduced

Standard sizes

Sizes on request


