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 COD. 6610G
Sealflex gaskets

Description
The Texpack® fan gaskets are a series of asbestos-free Seaflex joint gaskets made to satisfy the requirements of pellet 
stove manufacturers. The gaskets for cast iron scroll suction fans and the gaskets for aluminium scroll suction fans 
can also be made in Biotexpaper, in Textape glass tape or adhesive Black Tex.
Packaging
100, 250 or 500 pieces.

*  Temperature and operating pressure limits should not occur simultaneously. Furthermore, they depend on a variety of factors (state of joints, dimensions, tighte-
ning, thermal shock or mechanical stress) and as such are given only as a guide. The data in this sheet illustrates the typical characteristics of the product, but they 
should not be understood as elements of a guarantee.

Characteristics of the sheet

Colour green Fluid absorption - ASTM F146 
in oil ASTM N°3
- increase in mass
- increase in thickness

< 15%
< 10%

Surface finish                                                            anti-stick 1 side

Density 1,70-2,00 g/cm3

Temperature limits*:
- maximum peak temperature
- maximum in continuous operation

200°C
150°C

Fluid absorption - ASTM F146 
in fuel ASTM B
- increase in mass
- increase in thickness

< 10%
< 10%

Maximum operating pressure 70 kg/cm2 (68 bar)
Fluid absorption - ASTM F146 
in water/antifreeze
- increase in mass
- increase in thickness

< 15%
< 15%

Compressibility ASTM F36A 7÷15%

Recovery > 40%

Tensile strength Acc. DIN 52910 > 5 N/mm2 Ignition loss DIN 52911 < 40%


