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Company with a management system certified by DNV GL = UNI EN ISO 9001 = UNI EN ISO 45001. The data in this sheet are indicative and, because it is not 
possible to check the methods and conditions of use of the product, the company cannot accept any responsibility.

 100

 80

 60

 40

 20

  50 100 150 200 250 300 

 COD. 6620I
Texoil jointing sheets

Description
Compressed sheets made of aramid fibres and heat resistant fillers bound with NBR with a high content of acrylonitrile.
Applications
Used with solvents, gas, oils, hydrocarbons, low pressure steam, slightly aggressive chemical agents. 

Standard sizes

Sheets dimension: 1500x1500 mm (tolerance ±50 mm)
Thickness: from 0,5 to 5 mm (tolerance ±10 %)

*  Temperature and operating pressure limits should not occur simultaneously. 
Furthermore, they depend on a variety of factors (state of joints, dimensions, 
tightening, thermal shock or mechanical stress) and as such are given only as 
a guide. The data in this sheet illustrates the typical characteristics of the pro-
duct, but they should not be understood as elements of a guarantee.
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Characteristics

Colour green

Surface finish  anti-stick 1 side

Density 1,70-2,00 g/cm3

Temperature limits*:
- maximum peak temperature
- max. in continuous operation

300°C
220°C

Maximum operating pressure 100 kg/cm2 (98 bar)

Compressibility ASTM F36A 7÷15%

Recovery ASTM F36A > 50%

Tensile strength Acc. DIN 52910 > 5 N/mm2

Sealability against nitrogen  (30N/mm2, 40 bar, 20°C) < 1 cm3/min 

Fluid absorption - ASTM F146 
in oil ASTM N°3
- increase in mass
- increase in thickness

< 15%
< 10%

Fluid absorption - ASTM F146 
in fuel ASTM B
- increase in mass
- increase in thickness

< 10%
< 10%

Fluid absorption - ASTM F146 
in water/antifreeze
- increase in mass
- increase in thickness

< 15%
< 15%

Ignition loss DIN 52911 < 35%

Suitable area

Suitable area, but technical advice for steam is recommended

Area in which technical advice is required


