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 COD. 6808GF
Metaltex 2BF

Description
Metaltex is the Texpack® evolution for the assembly technology sector, guaranteeing high and long-lasting gasket 
durability. Metaltex belongs to the Texpack® family of flat gaskets reinforced with graphite, with a particular feature 
that increases the seal’s performance: the presence of an inner and an outer reinforcement ring. This solution mi-
nimizes fluid spread by exerting more pressure on the gasket. The inner steel ring also prevents the erosion of the 
inner edge, and infiltration between the plate and the graphite, thus preserving the gasket’s mechanical properties 
over time. The outer profile allows use of the gasket on both ANSI class 150 and 300 flanges, thereby allowing 
inventory standardization and minimizing installation errors.
Applications
Steam and diathermic oil, chemical and petrochemical, thermal power plants, mechanical industry, mechanical 
engineering and shipbuilding, flanges.

Tanged AISI 316L 
reinforcement

Construction

Graphite sheet

Edge in AISI 316L 

Characteristics

Stability under compressive stress ≥ 48 N/mm2

Temperature:
- in oxidising media
- con mezzi non ossidanti/in non-oxidising media

-240°C ÷ +450°C
-200°C ÷ +870°C

Compressibility 30 ÷ 40%

Elastic recovery 15 ÷ 30%

Gas permeability ≤ 0,8 cm2 /min

N 2 sealability 60 ml/hr

Chemical analyses

Graphite C 99.9%

Ash - < 2%

Soluble sulphides S— < 50 ppm

Internal foil - AISI 316

For die-cut gaskets, please state size and thickness.


