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 COD. 7274
Biotexpaper

Description
The silicate wool mixed with selected organic binders in such a way so as to obtain flexible paper with exceptional 
characteristics. The advanced production techniques ensure a uniform structure, and this is enhanced by low 
thermal conductivity, good resistance to handling and a smooth surface. On request, the product is also available 
in strips (adhesive or non-adhesive).
Applications
Seals and sealants for furnaces; insulating material for domestic ovens; chimneys; water heaters; gas ranges and 
stoves; ingot mould linings, heat shields for cars, molten metal transfer systems (reinforcing insulation), expansion 
joints.

Characteristics  

Colour white 

Melting point > 1330°C

Maximum operating temperature* 1200°C

Product density 150 kg/m3

Tensile strength > 350 kPa

Type of paper washed

Loss on ignition <12.0

Resistance to handling good

Weight light

Flexibility excellent

Winding, cutting and shaping easy

Thermal conductivity
- +200°C
- +400°C
- +600°C
- +800°C

0,06 W/mK
0,10 W/mK
0,15 W/mK
0,22 W/mK

Permanent linear shrinkage (%)
stable for 24 hours 1200°C <4.0

Standard sizes

thickness
mm

width
mm

rolls
m

2 1220 60

2 610 60

3 1220 35

3 610 35

4 1220 25

5 610 20

5 1220 20

on request with self-adhesive

Chemical analysis  

Silicon dioxide SiO2 61 ÷ 67% 

Calcium oxide CaO 27 ÷ 33% 

Magnesium oxide MgO 2,5 ÷ 6,5% 

Aluminium oxide Al2O3 < 1% 

Iron oxide Fe2O3 < 0,6% 


