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Company with a management system certified by DNV GL = UNI EN ISO 9001 = UNI EN ISO 45001. The data in this sheet are indicative and, because it is not 
possible to check the methods and conditions of use of the product, the company cannot accept any responsibility.

Description
Taspack N120 is an insulating millboard completely free of asbestos and refractary ceramic fibre. It contains no 
artificial mineral fibres and fulfils the requirements foreseen by the EU directive 1907/2006 (REACH).
Applications
It is particularly suitable for making panels and gaskets in various sizes, which are used in thermal insulation 
applications at high temperatures up to 1100°C.

 COD. 7291N120
Bio-Taspack 120 thermal insulation board without asbestos

Standard sizes

thickness
mm

dimensions
mm

2 1250x1000 ±1%

3 1250x1000 ±1%

4 1250x1000 ±1%

5 1250x1000 ±1%

6 1250x1000 ±1%

8 1250x1000 ±1%

10 1250x1000 ±1%

Format 1000x1000 while stocks last

Characteristics  

Maximum working temperature 1100°C

Weight loss on power up 16%

Colour beige - brown

Linear shrinkage (after 24h at 1000°C) <1%

Density 950 kg/m3

Thermal conductivity (at 1000°C) 0,20 W/mK

Tensile strength  2.5 MPa

The products are not classified as dangerous according to the CLP regulation 
1272/2008 and its amendments.

*The usage limit refers to the short term maximum temperature limit. The ma-
ximum continuous use limit for cards depends on the application conditions. 
For some applications the temperature limits for continuous use can be signi-
ficantly reduced.

Chemical analysis

Silicon dioxide SiO2 44,5%

Aluminium oxide Al2O3 17,9%

Iron oxide + Titanium Fe2O3+ TiO2 1,2%

Calcium oxide + Magnesium Cao + MgO 20,2%

Alkalis - 0,9%

Organic binders - 12,8%


