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possible to check the methods and conditions of use of the product, the company cannot accept any responsibility.

 COD. 9000STNFO
Black heat-resistant silicone in drum, approved for drum press

Description
Single-component acetic polymerization heatresistant silicone sealant which polymerizes at room temperature 
due to atmospheric humidity in order to grant a permanent and flexible bonding even at high temperatures 
(+260°C). Excellent adhesion even without primer on most non-porous siliceous materials such as glass, ceramic, 
glazed tiles and clinker, impregnated or painted wood and some type of plastics. The user should carry out some 
tests due to the variety of substances. The adhesion can be improved in many cases by using a primer on the 
substrates.
Applications
Mainly used to glue packings and tapes for stoves and fireplaces, to seal flanges of boilers, stoves, flues, heating 
system ducts and piping for transporting hot fluids; to replace gaskets on pumps, engines and machine tools; 
to glue or seal parts of electrical appliances. The silicone is not suitable for applications that require direct flame 
resistance.

Limits for use
Do not use on substrates such as marble, concrete, fibre-reinforced concrete and mortar, or in contact with metals such as lead, copper, 
brass or zinc because it causes corrosion. In contact with some organic elastomers (such as EPDM, APTK and neoprene), it may take on 
colour. Its use on natural stones like marble, granite and quartzite is not recommended because it may cause staining. It shouldn’t be used
for gluing structural glazing. It is not suitable for head gaskets or for areas exposed to the flow of fuels. 
User guide
The area of substrate in contact with the sealant should be clean, dry and without any kind of loose material, dust, dirt, rust, oil or other 
contaminants. Non-porous substrates should be cleaned with a solvent and a clean cotton cloth. Remove the residual solvent before it 
evaporates with a new dry cloth.
Storage
It has a duration of 18 months if kept in its original packaging in a dry and cool area away from direct light and at a temperature of between +5°C and
+25°C. The product may still be usable even after the recommended storage period has passed.
Packaging
Approved 20 kg Drum.

Characteristics  

Adhesion capacity immediate

Resistance to temperatures -40°C ÷ 260°C

Short-term resistance fino a +280°C

Processing properties excellent

Withstands peaks of 300°C

Adhesion material
glass, vitrified surfaces ceramic tiles, 

many plastic materials and most type 
of paints

Vulcanised rubber after 4 weeks of storage
at 23°C / 50% r.h.

Tensile strength 0,70 N/mm2

Maximum elongation 250%

100% modulus of elongation 0,45 N/mm2

Hardness 25 Shore A

Resistance to laceration 4,25 N/mm

Stability at high temperatures -40 +260 °C
Caratteristiche gomma non vulcanizzata

Density at 23°C 1,03 g/cm3

Cross-linking time at 23°C/50% r.h. 250 g/min

Time to form surface skin at 23°C/50% r.h. 20 min

Consistency does not drip


