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possible to check the methods and conditions of use of the product, the company cannot accept any responsibility.

 COD. 9000STR - 9000STN
High temperature red or black silicone

Description
Single-component heat-resistant silicone sealant with acetic cross-linking (which vulcanizes at room temperature 
due to atmospheric humidity) it resists high temperatures. It is used in all cases where you require a product ca-
pable of withstanding high temperatures (+ 260°C). It adheres well to numerous supports: glass, ceramics, steel, 
alumi-nium, wood, painted supports and some plastics.
Applications
For sealing flanges of boilers, stoves, flues, pipelines from thermal systems and pipes for transporting hot fluids.

Guide for use
1. The surfaces in contact with the sealant must be dry, clean, free from dust and rust, oil or other similar substances.
2. It is the user’s responsibility to check the compatibility of the silicone with the various supports.
3. After cleaning the joint to be sealed, it is advisable to mask it by applying adhesive tape to the edges to obtain a
 exact profiling (remove the tape immediately as soon as the application is finished).
4. Cut the threaded tip of the cartridge and apply the nozzle (mixer) after having also cut it in the diameter equal to the width of the joint
 Extrude with gun, distributing the sealant along the joint.
5. Smooth the seal with a silicone spatula.
6. Remove any scraps of fresh silicone.
7. Silicone cannot be painted over.

Characteristics  

Colour red - black (non gluing)

Composition puro silicone 100% 

Polymerization system acetic monocomponent 

Appearance dense dough

Dielectric properties good

Adhesion capacity at high and low temperatures (+5°C/+40°C)

Ability to maintain elastic properties even when exposed to temperatures of +260°C

Temperature resistance short periods up to 275°C peaks up to 300°C

Resists up to 300°C peaks

Flexible at high and low temperatures (-40°C/+200°C)

Packaging

cartridges boxes

280 ml 24-piece packaging

Storage
It has a storage stability of at least 12 months, if stored away from moisture in a 
well-ventilated place at a temperature between +2 and + 30 ° C in original clo-
sed packaging. The fact that the material is stored beyond the recommended 
period does not mean necessarily that the product is unusable.

Non-vulcanized rubber

Properties Verification
procedure Units Value

Density a 23°C ISO 1183-1 A [g/cm3] 1,03

Density a 25°C
(+/- 0,02 g/cm3)

ISO 1183-1 A [g/cm3] 1,03

Consistency ISO 7390, U20 profile non gluing

Cross-linking time at 23°C/50% r.h. [ml/min] 250

Film formation time at 23°C/ 50% r.h. [min] 20

Vulcanized rubber
After 4 weeks of storage at 23 ° C / 50% r.h.

Properties Verification
procedure Units Value

Tensile strength ISO 8339 [N/mm2] 0,70

Maximum elongation ISO 8339 [%] 250
100% elongation 
module

ISO 8339 [N/mm2] 0,45

Shore A hardness ISO 868 25

Resistenza alla 
lacerazione

ISO 34, metodo C [N/mm] 4,2

Resistance to temperatures [°C] -40/+260


