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 COD. 9005STC
Supertex cutter

Description
Supertex cutter is a kit for the production of customized circular gaskets with a diameter between 2 mm and 
50mm. The kit is provided with a case and consists of a central steel pin and punches of different diameters that 
enable the internal and external sizes of the gasket to be defined. Case molded in polypropylene, material  very 
resistant to impact and chemicals.
Applications
The blades of the punches can be used to cut any material for gaskets: asbestos-free, graphite, rubber, PTFE, 
PVC, cardboard and leather. Supertex cutter has been designed especially for the production of small series of 
samples.

3 different ways

With a hammer
The hollow punch is mounted on the chuck. 
The cut is performed by hitting with a hammer 
the impact head.

With a mallet
The material is on the punch. The cut is per-
formed by hitting the material on the cutting 
edge with a mallet.

With a press
The chuck is fixed or not on the moveable 
section of the press and the material must 
be on a receiving plate. Any type of press is 
compatible (manual, electrical, pneumatic, 
etc.) provided the movement is slow and has 
the adapted cutting support.

Practical advice
The ideal material for the cut is a 
HDPE (High Density Polyethylene) 
plate. Otherwise, an aluminum or 
hardwood plate can be used.

Tools uses

ø 2-10 mm ø 2-20 mm ø 2-30 mm ø 2-50 e 60 mm

- Hollow punches of 2 to 10 mm are screwed directly on the chuck or the handle.
-  Hollow punches ø11 to 60 mm are blocked by inserting the hollow punch 

into the appropriate chuck slot and turn it clock wise until it is locked.
-  Chucks up to 50 and 60 mm can be immobilized in rotation by a set screw 

(Allen key supplied).

Materials

Cardboard, Rubber, Paper gasket, Plastic, Leather, Lead, Fiber, Felt, Foam, Cork

Twinning

To make seals in a single operation, with concentric cuts, 
insert the smallest hollow punch first. Check the twinning 
possibilities with the table overlay.

Centering
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