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 COD. 9TMP
Guarnizioni metalloplastiche
Metal-plastic seals

Description
Metal-plastic seals consist of a core of soft material (graphite, ceramic or PTFE), which is partially or totally coated 
with a metal foil. This type of more easily compressible gasket resists high temperatures and pressures and can 
be used in different operating conditions. Due to their efficiency, they are used when there is the need for a gasket 
that is able to withstand compression varying from 20% to 30% of its initial thickness to compensate for imperfect 
or defective alignment of flanges.

Chemical analyses

Graphite purity > 99,5%

Ash content < 0,3%

Fluoride content < 50 ppm

Chloride content ≤ 100 ppm

Sulfide content ≤ 990 ppm

Characteristics

Maximum operating temperature
- with inert means
- with oxidizing means -250°C - +300°C

-250°C - +500°C

Compressibility   ≤ 35 - 55%

Spring-back > 15%

section type
pressure
 kg/cm2 Construcion characteristics

TMP 10 150 Completely metal jacketed soft core

TMP 11 150 Similar to type TMP 10, but corrugated to allow reduced tightening

TMP 12 90 Soft core, usually jacketed with copper, round section

TMP 13 40 Metal jacketed soft core but open on the outside

TMP 14 90 Similar to type TMP 13, but with jacketing in two parts

TMP 15 90 Similar to type TMP 14, but with jacketing in three parts

TMP 16 90 Soft core, metal jacketed, maximum band width: 10 mm

TMP 17 170 Soft core, completely metal jacketed and with internal reinforcement

These gaskets can be made with shaped inner bars according to the following references:

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24

Standard sizes

For orders specify inches, series, windings and filler materials, thickness. On request, gaskets can be produced in non-standard formats.


